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VIDEOFIED = VIDEO + VERIFIED

WIRELESS VIDEO SECURITY

Security, 
our expertise

VIDEOFIED has revolutionised the 
security market by offering the first 
totally wireless burglar alarm systems 
that can in a matter of seconds 
display their reason for tripping 
remotely. 

VIDEOFIED products comply with 
many local and international 
certifications: CE, EN50131-Grade 
2, NFA2P 2 boucliers (Europe), IDA 
(Singapore), A-Tick (Australia), ICASA 
(South Africa), FCC, IC, PTCRB (North 
America).  

Made in France quality

VIDEOFIED products are devised, manufactured and 
assembled in France.

French design and know-how

The Design Office devises, designs and develops all 
Videofied products at the corporate headquarters 
in Strasbourg (France). VIDEOFIED's twenty years of 
experience and technological know-how make it a 
go-to player in the sector!

Guaranteed French production and manufacture
Our products are manufactured exclusively in France. 
With Videofied, your products are "Made in France"!

Three exclusive advantages
Indoor and outdoor  
protection
   VIDEOFIED ANYWHERE.

Removing doubt  
instantaneous video
   VIDEOFIED RIGHT NOW.

Control via  
your smartphone
   VIDEOFIED FOR YOURSELF.
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Indoor residential 

protection

Genuine protection of your property 
The Videofied range gives you cutting-edge 
technology used by banks, jewellers and shopping 
centres. You are certain to protect your property 
effectively (apartment or house) at a competitive 
price. 

The streamlined design of our products blends 
them effortlessly into your internal decor.

Streaming, a genuine "plus" 
This is a Videofied exclusive: your property is 
made even more secure with the Video Live 
function. In an intrusion, the video is sent 
instantly to your monitoring station or your 
smartphone; you can see what is happening at 
home live at any time.

Private life respected 
The camera is only activated if there is an alarm or 
panic alert. Outside these situations, the remote 
monitoring station cannot see what is happening 
in your home.
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Indoor residential protection  

Alarm panels

W panel
This alarm system runs up to  
25 devices (MotionViewer, sirens, 
contacts, keypads, etc.) via the 
868 MHz radio frequency.

Several versions are available 
to suit the available transmission 
networks: alarms and videos can 
be transmitted on the Ethernet 
(IP) network, GPRS and Wi-Fi.

The W panel operates in optimum 
fashion with the VIDEOFIED 
smartphone APPlication.

Version Panel 
W(x)10

Panel 
WIP(x)20

Panel 
WIP(x)10

GPRS communication

IP transmission

Audio verification

Options Reference
WiFiTM module WWB100

One input/two outputs wired 
module

WIO100

Wired siren WIS100

Power supply Reference
Mains with battery back-up WPS100
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Indoor residential protection  

Devices
IMV MotionViewer camera
The wireless IMV camera incorporates a 
passive infrared motion sensor, a digital 
video camera and infrared LED that light up 
to 6 m. 
The camera has a wide-angle 100° lens with 
QVGA or VGA resolution.

IMD motion detector
The IMD motion detector is a passive 
dual PIR element infrared system with 
Fresnel lens. 
Detection angle: 90°   
Detection distance: 12 m

ICT door contact
The indoor detector can be 
installed in any opening 
setting boundaries. 
There are two possible 
configurations: normally 
open or normally closed.
This universal device 
can be used jointly with 
other third detectors. It 
has a wired input and 
is powered by lithium 
batteries (4 years battery 
life).

ISMV Video Live camera
The wireless ISMV camera incorporates a 
passive infrared motion sensor, a digital 
video camera and infrared LED that light up 
to 6 m. 

In "Video Live" mode it shoots a colour video 
instantaneously when so 
requested by the user. The 
video is transmitted three 
times more quickly 
more quickly than a 
traditional system.

IDC door contact
The wireless IDC can be 
installed in any opening 
setting boundaries for a 
space to be protected. It 
is powered by an lithium 
battery CR123 (4 years 
battery life).

ISD smoke 
detector
The Videofied 

smoke detector 
uses advanced optical 

detection technology. 
It has two self-protection 
functions: it detects 
interventions when the 
box is pulled out and 
opened.

ISMV Video Live  
camera

IMV MotionViewer  
camera

Motion detector
IMD

Video colour and Video Live colour

Pet immunity option (IMVA) option (IMDA)

Curtain option (IMDC)

Operating temperature -10°/+55°C -10°/+40°C -10°/+40°C

Power supply 3 lithium batteries CR123A 2 lithium batteries LS14500 1 lithium battery LS14500

Battery life 4 years 4 years 4 years
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KF remote control
The remote control arms and 
disarms the Videofied systems 
up to 100 m away. It has an 
encrypted "rolling code" 
system that changes the actual 
signal sent to the panel every 
time it is used. 

KF210: 1 panic button
KF240: 4 buttons

SE and SEV sirens
These wireless sirens can be mounted everywhere. 
One Videofied system can command several sirens. 
The SEV siren is fitted with a two-way voice.

Sound level: 107 dBA @ 1 m (SE),    
100 dBA @ 1m (SEV)
Siren duration: 90 s to 15 min. depending on 
legislation
Sabotage detection: on the wall or the box

XMA and XMB keypads
Designed to configure, 
programme and use the 
Videofied security systems, 
these wireless alphanumeric 
keypads are battery-operated 
(4 years battery life). They 
include an audible warning 
(input/output delay and 
alarm beeps) and three panic 
buttons.

The XMB version includes a 
badge reader with VT badge.
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Outdoor residential 

protection

Detect and dissuade before the break-in! 
Should there be an attempted break-in through 
a courtyard, terrace or garden, the Videofied 
outdoor cameras detect the burglars before they 
break down a door or shatter a window. 

The outdoor siren and its flashing light 
immediately play a dissuasive role.

Streaming, a genuine "plus" 
This is a Videofied exclusive: your property is 
made even more secure with the Video Live 
function. In an intrusion, the video is sent 
instantly to your monitoring station or your 
smartphone; you can see what is happening at 
home live at any time.

Private life respected 
The camera is only activated if there is an alarm or 
panic alert. Outside these situations, the remote 
monitoring station cannot see what is happening 
in your home.
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Outdoor residential protection  

Alarm panels

W panel
This alarm system runs up to  
25 devices (MotionViewer, sirens, contacts, 
keypads, etc.) via the 868 MHz radio frequency.

Several versions are available to suit the 
available transmission networks: alarms 
and videos can be transmitted on the 
Ethernet (IP) network, GPRS and Wi-Fi.

The W panel operates in optimum fashion with 
the VIDEOFIED smartphone APPlication.

Options Reference
WiFiTM module WWB100

One input/two outputs wired 
module

WIO100

Wired siren WIS100

Power supply Reference
Mains with battery back-up WPS100

Version Panel 
W(x)10

Panel 
WIP(x)20

Panel 
WIP(x)10

GPRS communication

IP transmission

Audio verification
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Outdoor residential protection  

Devices

OSMVC Video Live camera

The wireless OSMVC camera 
incorporates a passive infrared 
motion sensor, a digital video camera 
and infrared LED that light up to 12 
m. The curtain lens can adapt the 
protection to the immediate area 
around your house.

In "Video Live” mode it shoots a 
colour video instantaneously when 
so requested by the user. The video is 
transmitted to the remote monitoring 
station three times more quickly 
more quickly than a traditional system.

OMVC MotionViewer 
camera
The wireless OMVC camera 
incorporates a passive  
infrared motion sensor, a digital 
video camera and infrared LED 
that light up to 12 m.The curtain 
lens can adapt the protection to the 
immediate area around your house.

Self-protection should the camera 
detector be pulled out or opened.

OSMVC  
Video Live camera

OMVC  
MotionViewer camera

Video colour and Video Live colour

Pet immunity programmable programmable

Curtain

Operating temperature -25°/+70°C -25°/+70°C

Protection rating IP54/IK06 IP65/IK06

Power supply 4 lithium batteries LS14500 4 lithium batteries LS14500

Battery life 4 years 4 years

Installation swivel arm kit (Ref. MBW110) swivel arm kit (Ref. MBW110)
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OSX siren
Fully wireless, the siren/stroboscope assembly is 
battery-operated (4 years battery life).

Sound level: 105 dBA @ 1 m      
Siren and flash duration: 90 s up to 15 min. 
Sabotage detection on the wall or the box 
Operating temperature: -25°/+70°C

KF remote control
The remote control arms and 
disarms the Videofied systems 
up to 100 m away. It has an 
encrypted "rolling code" 
system that changes the actual 
signal sent to the panel every 
time it is used. 

KF210: 1 panic button
KF240: 4 buttons

XMA and XMB keypads
Designed to configure, 
programme and use the 
Videofied security systems, 
these wireless alphanumeric 
keypads are battery-operated 
(4 years battery life). They 
include an audible warning 
(input/output delay and 
alarm beeps) and three panic 
buttons.

The XMB version includes a 
badge reader with VT badge.
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Indoor business 

 protection
Genuine protection of your premises 
Enjoy cutting-edge technology at less 
cost! Effectiveness, speedy installation and 
design: Videofied is the perfect system 
for your shop, offices and warehouse. 

Videofied is a complete protection system; 
it can also be installed as a supplement 
to an existing system if you wish to 
benefit from video doubt removal.

Do away with false alarms 
The MotionViewer camera produces a video 
instantaneously in a matter of seconds which 
is sent immediately to your smartphone 
or your remote monitoring station.
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Indoor business protection  

Alarm panels

XL and XLL panels
These wireless alarm panels are fitted with a siren  
and a GSM/GPRS transmitter, thereby allowing video removal of doubt.
The XLL panel runs up to 25 devices.  
The XL panel runs up to nineteen devices and includes a 
keypad, badge reader and interphone system.

XV-IP and XT-IP panels
These alarm panels communicate via GPRS or Ethernet 
(IP protocol). They run up to 25 devices and allow 
both  audio and video removal of doubt.
The XT-IP panel includes an XTender mode to operate 
as an extension to an existing alarm system.

Panel 
XL

Panel 
XLL

Panel 
XV-IP

Panel 
XT-IP

Keypad

Badge reader

Interphone

Siren

GPRS communication

IP transmission  (mains power supply)  (mains power supply)

Number of devices 19 25 25 25

XTender mode

Wired inputs 2 3

Wired outputs 1 2

Power supply 2 options: 
- back-up power supply with four alkaline batteries LR20 
- stand-alone system powered by eight alkaline 
batteries (4 years battery life)

2 options: 
- back-up power supply with four alkaline batteries LR20 
(mandatory for IP transmission) 
- stand-alone system powered by four lithium batteries 
LSH20 (only if GPRS mode)
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Indoor business protection  

Devices

IMV MotionViewer camera
The IMV camera incorporates a passive  
infrared motion sensor, a digital video 
camera and infrared LED that light up to 6 m. 
This wireless system is battery-operated (4 
years battery life).

The camera has a wide-angle 100° lens with 
QVGA or VGA resolution.

IMD motion detector
The IMD motion detector is a passive dual PIR 
element infrared system with Fresnel lens. 
Detection angle: 90°   
Detection distance: 12 m

ISD smoke 
detector
The Videofied smoke 
detector uses advanced 
optical detection 
technology. 
It has two self-protection 
functions: it detects 
interventions when the 
box is pulled out and 
opened.

IMV  
MotionViewer camera

Motion detector
IMD

Video colour

Pet immunity option (IMVA) option (IMDA)

Curtain option (IMDC)

Operating temperature -10°/+40°C -10°/+40°C

Power supply 2 lithium batteries LS14500 1 lithium battery LS14500

Battery life 4 years 4 years

ICT door contact
The indoor detector can be 
installed in any opening 
setting boundaries. 
There are two possible 
configurations: normally 
open or normally closed.
This universal device 
can be used jointly with 
other third detectors. It 
has a wired input and 
is powered by lithium 
batteries (4 years battery 
life).

IDC door contact
The wireless IDC can be 
installed in any opening 
setting boundaries for a 
space to be protected. It 
is powered by an lithium 
battery CR123 (4 years 
battery life).
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KF remote control
It arms and disarms the 
Videofied systems up to 100 m 
away. An encrypted system 
changes the signal sent to the 
panel every time it is used. 

KF210: 1 panic button
KF240: 4 buttons

XMA and XMB keypads
Designed to configure, 
programme and use the 
Videofied security systems, 
these wireless alphanumeric 
keypads are battery-
operated (4 years battery 
life). They include an audible 
warning (input/output delay 
and alarm beeps) and three 
panic buttons.

The XMB version includes a 
badge reader with VT badge.

SE and SEV sirens
These wireless sirens can be mounted everywhere. 
One Videofied system can command several sirens. 
The SEV siren is fitted with a two-way voice.

Sound level: 107 dBA @ 1 m (SE), 100 dBA @ 1m (SEV)
Siren duration: 90 s to 15 min. depending on legislation
Sabotage detection: on the wall or the box
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Detect and dissuade  
before the break-in 
The Videofied outdoor cameras detect the 
burglars before they break down a door or shatter 
a window. The outdoor siren and its flashing 
light immediately play a dissuasive role.

Do away with false alarms 
The MotionViewer camera produces a video 
instantaneously in a matter of seconds which 
is sent immediately to your smartphone 
or your remote monitoring station.
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Outdoor business 

 protection
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Outdoor business protection  

Alarm panels

XL and XLL panels
These wireless alarm panels are fitted with a siren and a GSM/
GPRS transmitter, thereby allowing video removal of doubt.
The XLL panel runs up to 25 devices. The XL panel 
runs up to nineteen devices and includes a keypad, 
badge reader and interphone system.

XV-IP and XT-IP panels
These alarm panels communicate via GPRS or Ethernet (IP 
protocol). They run up to 25 devices and allow both audio and 
video removal of doubt. The XT-IP panel includes an XTender 
mode to operate as an extension to an existing alarm system.

XL panel XLL panel XV-IP panel XT-IP panel

Keypad

Badge reader

Interphone

Siren

GPRS communication

IP transmission  (mains power supply)  (mains power supply)

Number of devices 19 25 25 25

XTender mode

Wired inputs 2 3

Wired outputs 1 2

Power supply 2 options: 
- back-up power supply with four alkaline batteries LR20 
- stand-alone system powered by eight alkaline 
batteries (4 years battery life)

2 options: 
- back-up power supply with four alkaline batteries LR20 
(mandatory for IP transmission) 
- stand-alone system powered by four lithium batteries 
LSH20 (only if GPRS mode)
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Outdoor business protection  

Devices

OMVC and OSMVC cameras
The wireless OMVC MotionViewer and 
OSMVC Video Live cameras incorporate 
a passive infrared motion sensor, 
a digital video camera and infrared 
LED that light up to 12 m. The curtain 
lens can adapt the protection to the 
immediate area around your house.

In "Video Live” mode, the OSMVC 
camera shoots a colour video 
instantaneously when so requested 
by the user. The video is transmitted to 
the remote monitoring station three 
times more quickly than a traditional 
system.

OMV and OSMV  
cameras
The OMV MotionViewer and OSMV 
Video Live cameras follow the same 
principles as the OMV/OSMV cameras.

3 lens options (included): vertical 
and horizontal curtain, long range.
Masking kit included  
Input/Output included

OSMVC  
Video Live camera

OMVC  
MotionViewer camera

OSMV 
Video Live camera

OMV 
MotionViewer camera

Video colour and Video Live colour colour and Video Live colour

Pet immunity programmable programmable programmable programmable

Angle detection vertical curtain vertical curtain 90° by default 90° by default

Detection lenses 3 lens options (included) 
- vertical curtain 
- horizontal curtain (pet 
immunity) 
- long range beam

3 lens options (included) 
- vertical curtain 
- horizontal curtain (pet 
immunity) 
- long range beam

Masking kit

Input/Output

Operating temperature -25°/+70°C -25°/+70°C -25°/+70°C -25°/+70°C

Protection rating IP54/IK06 IP65/IK06 IP54/IK06 IP65/IK06

Power supply 4 lithium batteries LS14500 4 lithium batteries LS14500 4 lithium batteries 
LS14500

4 lithium batteries 
LS14500

Battery life 4 years 4 years 4 years 4 years

Installation swivel arm kit 
(Ref. MBW110)

swivel arm kit 
(Ref. MBW110)

swivel arm kit 
(Ref. MB110)

swivel arm kit 
(Ref. MB110)
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OSX siren
Fully wireless, the siren/stroboscope assembly is 
battery-operated (4 years battery life).

Sound level: 105 dBA @ 1 m  
Siren and flash duration: 90 s up to 15 min. 
Sabotage detection on the wall or the box 
Operating temperature: -25°/+70°C

KF remote control
The remote control arms and 
disarms the Videofied systems 
up to 100 m away. It has an 
encrypted "rolling code" 
system that changes the actual 
signal sent to the panel every 
time it is used. 

KF210: 1 panic button
KF240: 4 buttons

XMA and XMB keypads
Designed to configure, 
programme and use the 
Videofied security systems, 
these wireless alphanumeric 
keypads are battery-operated 
(4 years battery life). They 
include an audible warning 
(input/output delay and 
alarm beeps) and three panic 
buttons.

The XMB version includes a 
badge reader with VT badge.
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Protection of 

vacant sites 

installed on the doors and windows in these 
premises (shop, office or dwelling).
Videofied offers a totally stand-alone and 
wireless security system that is effective even 
in environments exposed to bad weather.

Prevent damage 
and illegal occupation 
An empty residence or apartment can 
attract unwanted visitors. And also allow 
burglars to access adjacent premises, 
sometimes by simply drilling through the 
party wall to bypass the alarm systems 
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Protection of vacant sites 

Panel and devices

XMA keypad
Designed to configure, 
programme and use the 
Videofied security systems, this 
wireless alphanumeric keypad 
is battery-operated (4 years 
battery life). 

It includes an audible 
warning (input/output delay 
and alarm beeps) and three 
panic buttons.

IMV camera
The IMV MotionViewer camera 
incorporates a passive infrared 
motion sensor, a digital video 
camera and infrared LED that 
light up to 6 m. This wireless 
system is battery-operated 
(4 years battery life).

The camera includes a black 
and white/colour CMOS sensor 
fitted with a wide-angle 
100° lens with QVGA or VGA 
resolution.

XLL panel
The XLL system is an alarm panel fitted with  
a siren and a GSM/GPRS transmitter, thereby 
allowing video removal of doubt. The 
system is wireless and battery-operated. 
It runs up to 25 devices (MotionViewer, 
sirens, contacts, keypads, etc.).

Equipment
Built-in antennas 
and siren

integrated

Power supply 2 options: 
- back-up power supply with four 
alkaline batteries LR20 
- stand-alone system powered by 
eight alkaline batteries (4 years 
battery life)
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Avoid looting 
Unsecured outdoor or isolated sites  
are easy prey for vandals and looters, Videofied solves 
this problem with a fully stand-alone system that is 
effective both during the day and at night in tricky 
environments (heat, bad weather, cold, etc.).

No power supply or telephone line
Totally wireless, the products can be attached 
anywhere: against a wall, a pillar, scaffolding and 
even against a vehicle using the magnetic supports! 
The system is as easy to install as to remove.
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Outdoor sites  

protection
Ideal for:
• Building sites
• Scaffolding
• Isolated sites
• Waste disposal sites and 

sorting centres
• Vehicle compounds
• Car dealerships

• Electrical transformers
• GSM masts
• Mines and gravel pits
• Solar panel fields
• Metal stocks
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Protection of outdoor sites 

Alarm panels

XTO panel
The XTO panel is designed specially to secure 
outside environments. Sealed and wireless, 
it is battery-operated runs up to 25 devices 
(MotionViewer, sirens, contacts, keypads, etc.).

The XTO panel has two built-in antennas: the 
first for 868 MHz radio communication between 
the panel and the devices and the second for 
GSM/GPRS communication between the 
panel and the remote monitoring stations.

Performances
Protection rating IP65/IK06

Operating temperature -25°/+70°C

Panel/device communication 868 MHz radio

Panel/remote monitoring commu-
nication

GPRS

Programmable inputs 3

Programmable outputs 2

Battery life (battery operation) 4 years

Equipment
Installation Built-in swivel 

arm kit

Built-in antennas 

Power supply Four lithium 
batteries LSH20 
and external power 
supply 9 VDC to 12 
VDC, with back-up 
on four alkaline 
batteries



36

Protection of outdoor sites  

Devices

XMA and XMB keypads
Designed to configure, 
programme and use the 
Videofied security systems, 
these wireless alphanumeric 
keypads are battery-operated 
(4 years battery life). They 
include an audible warning 
(input/output delay and 
alarm beeps) and three panic 
buttons.

The XMB version includes a 
badge reader with VT badge.

OMV-VX visual 
verification detector
This MotionViewer camera has 
double infrared detection 
for greater accuracy. 

Self-protection if pulled out. 
Protection rating: IP 55

OMV and OSMV 
cameras
The OMV and OSMV cameras 
incorporate a passive  
infrared motion sensor, a 
digital video camera and 
infrared LED that light up to 
12 m. This wireless system is 
battery-operated.

Protection rating:    
IP 54/IK 06
Operating temperature: 
-25°/+70°C
Self-protection should 
the camera detector be 
pulled out or opened

The OSMV camera has a "Video 
Live” mode that shoots a 
colour video instantaneously 
when so requested by the user. 
The video is transmitted to 
the remote monitoring sation 
three times more quickly 
than a traditional system.



www.videofied.com 37

BR badge reader
Designed for outdoors (IP65), this 
wireless badge reader is used to arm 
or disarm the system. It is battery-
operated (4 years battery life). 

OSX siren
Fully wireless, the siren/stroboscope 
assembly is battery-operated (4 years 
battery life).
Sound level: 105 dBA @ 1 m
Siren and flash duration: 90 s up to 15 min.
Sabotage detection on the wall or the box
Operating temperature: -25°/+70°C



38

Security at its best on your 
smartphone

The new self-monitoring VIDEOFIED 
APP is used to run your installation, 
wherever you may be.

In self-monitoring mode, you also 
receive alerts on your smartphone live 
if there is an intrusion (via notification, 
e-mail, voice call and SMS).

Always connected

What is happening at home? Who is 
there? What are my children doing?  
The VIDEOFIED APP keeps you in constant 
visual contact with your family and 
everything that is important to you, 
simply from your smartphone or tablet!

NEW! VIDEOFIED APP
SELF-MONITORING

Alert management

The application sends you and 
a second user alerts live to your 
smartphone which you can then 
manage directly in your space. 



Arm and disarm

The application can be used to arm and 
disarm the panel remotely and also to 
check the arming status. 

Photo and video

You can use the application to take a photo 
or video in real time (if the products from 
the Video Live range are installed).

Events log

The application includes an events log that 
lists every action in detail (status, alert, 
photo, video).
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Remote monitoring security at its best on your 
smartphone

The new VIDEOFIED APP is used to run your 
alarm system, wherever you may be.

In remote monitoring mode, you can, among other things:
• check the arming status and arm or disarm the panel, 
• access the events log, 
• take photos or videos, store images to view them later, 
• disarm the monitoring of a room temporarily, etc.

NEW! VIDEOFIED APP
REMOTE MONITORING

Always connected

What is happening at home? Who is there? What are my 
children doing? The VIDEOFIED APP keeps you in constant 
visual contact with your family and everything that is 
important to you, simply from your smartphone or tablet!
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